B40AC-HL

• Basic Capacity - 4,400 lbs. (2,000kg) at 24” (600mm) Load Center
• Triple Masts with Lift Heights to 41’ (12.5M)
• Fixed Rigid Mounted Mast with Tilting and Sideshifting Carriage
• AC Traction and Hydraulic Motors and Controllers – No Motor Brushes
• One AC Hydraulic Motor – No Power Steering Motor
• 110 FPM Lift Speed and 7 MPH Travel Speed
• 25% Increased Run Time Compared to Comparable DC Models
• 11.2” (285mm) Stroke Integral Side Shifter
• 78” (2M) Stacking Aisle with 48” x 40” (1.2M x 1M) Load
• Improved Operator Comfort and Safety
• Options Available: Integral Fork Positioner, Camera, Digital Fork Height Indicator, Electronic Tilt Indicator, Scale, Overload Alert, Keyless On/Off

AC Powered 4-Wheel Model with DuraSteer™ Articulation Narrow Aisle Rear-Wheel Driven Forklift

Bendi®

WWW.LANDOLL.COM/MHP
**LANDOLL,**
Quality Narrow Aisle Lift Trucks
for Space Optimization

Dash Display with Full Diagnostics, Battery Discharge Indicator and Hour Meter

Rear Controller Compartment and Counterweight

DuraSteer™ Front Wheel Steering
*Patent Rights Pending*

Optional Feature: Camera Display

1900 North Street  •  Marysville, KS 66508
800-428-5655  •  www.landoll.com/mhp